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Abstract. Much of the current work on determining multimedia se-
mantics from multimedia artifacts is based around using eit her context,
or using content. When leveraged thoroughly these can independently
provide content description which is used in building conte nt-based ap-
plications. However, there are few cases where multimedia semantics are
determined based on an integrated analysis of content and context. In
this keynote talk we present one such example system in which we use
an integrated combination of the two to automatically struc ture large
collections of images taken by a SenseCam, a device from Microsoft Re-
search which passively records a person's daily activities. This paper
describes the post-processing we perform on SenseCam images in order
to present a structured, organised visualisation of the hig hlights of each
of the wearer's days.

1 Introduction

When we think of multimedia information retrieval and multi media semantics
we tend to think of fairly standard multimedia artifacts suc h as still images,
music, video and maybe 3D objects. When we think of how to determine the
semantic content of such multimedia artifacts we do so because we want to
perform a variety of content-based operations on such information including
browsing, searching, summarisation, linking, etc. And �nally, when we look at
how we might determine semantics of multimedia objects we �nd that there are
generally two approaches, namely:

1. use the context of the objects such as information gathered at the time of
object creation or capture, to help determine some content features;

2. extract information directly from within the content of t he objects in order
to determine some content aspects.

Trying to determine and then usefully use a user'scontext is a fairly hot topic in
information retrieval at the moment with lots of attempts to capture and then



apply such context in retrieval [11]. Determining a document or a multimedia
object's context has also been explored for a long time and this forms the basis
for many current systems for multimedia object management.For example such
basic metadata as date and time of creation form the essential content represen-
tation for many tools which manage personal photos. Examples of such popular
photoware includes Photoshop Album [2], PhotoFinder [16],ACDSee [1], Picasa
[9] and others. Other metadata created at the time of photo capture such in-
formation as shutter speed and lens aperture, whether a 
ashwas used or not
can also be used to support automatic grouping of photos [14]. Finally, there are
emerging online photoware systems such as Flickr [5] and Yahoo 360 [19] which
support user-supplied context information to help with photo organisation.

What all these applications have in common, apart from the fact that they
are all used to manage personal photos, is that they all use semantic information
to describe multimedia objects (photos) which are derived from the context of
the photo . . . either directly from the capture process, or provided by an
end-user afterwards.

To complement semantics derived from context we also use semantics derived
from content in helping to manage our multimedia objects. Returning to the ex-
ample of personal photos, this corresponds to extracting features directly from
the image contents. An example system which does this is MediAssist which au-
tomatically determines whether a picture was taken indoorsor outdoors, whether
it is of a built or of a natural environment, whether a picture contains faces and if
so whether those faces are faces of known individuals [14]. While this is a limited
set of descriptive semantics, automatically determining the presence or absence
of a larger number of medium and high level semantic featuresin visual media
is notoriously di�cult as is shown repeatedly in the TRECVid benchmarking
evaluation campaign [17].

Once we have determined some level of semantic representation for multime-
dia objects we can then use these for content-based operations such as retrieval
and we �nd that those derived from content and from context are almost always
used either independently of each other or collaborativelywith each other, but
rarely are they truly integrated with each other. In other wo rds, because these
semantics are derived from di�erent primary sources they maintain and retain
their di�ering heritages when they are used subsequently.

To illustrate this let us examine the di�erent ways in which v ideo shots can
be retrieved. In [18] we presented a classi�cation of �ve di�erent experimental
approaches to video shot retrieval, namely:

1. Use metadata determined at the time of video capture/creation to access
video by date, time, title, genre, actors, popularity ratin g, etc. as in [12];

2. Use one or more example query images to match against shot keyframes
using whole-image matching approaches based on colour, texture or edges,
as shown by many systems in [17];

3. Use text queries to match against text derived from transcriptions of the
spoken dialogue of text determined from video OCR, also as shown by many
systems in [15];



4. Use video objects, semi-automatically determined from shot keyframes and
from user query images, and match these video objects based on shape,
colour and/or texture, also as shown by many systems in [17];

5. Use the presence or absence of semantic video features such as indoor, out-
door, beach, sky, boats, motor vehicles, certain named persons, etc. to narrow
the scope of shot retrieval to only those shots likely to contain such features;

Many systems have been developed to support video shot retrieval using one,
two or perhaps three of the above but none have been developedto support all
of them and for those that support multiple modalities for shot retrieval, the
user is normally left with responsibility for combining and integrating them.

In this paper we argue for a more integrated approach to usingsemantic
features determined from content and from context, and we illustrate what is
possible with a novel application based around sets of images taken with a Sense-
Cam. In the next section we introduce the SenseCam and its possible range of
applications and in section 3 we present a summary of our workon structuring
SenseCam images based on an integrated combination of content and context
features. Section 4 concludes the paper.

2 The SenseCam

A SenseCam is a device developed by Microsoft Research in Cambridge, UK, for
recording visual images of a wearer's day. It passively captures images through
a �sheye lens and stores them on-board for subsequent download to a personal
computer [8]. In addition to being a camera, a SenseCam also has other sensors
including a light meter, a passive infra-red sensor and a 3-axis accelerometer
and sensor readings from all these devices are also stored for later download.
However, in addition to recording some elements of the SenseCam environment,
the additional sensors are also used in a semi-intelligent way to trigger when
photos are to be taken. For example when a person walks in front of the wearer
this can be picked up by the passive infra-red sensor to trigger a photo to be
taken. Similarly, when the user moves by standing up, or moves from indoor to
outdoor or vice-versa, these are picked up by the accelerometer and light level
sensors respectively and also trigger taking of photos. As adefault, without
an explicit triggering from the sensors, or from a user-controlled button on the
SenseCam, the device will take a new photo every 45 seconds anyway. In this
way a typical day can have up to 3,000 photos taken, which could add up to
almost a million images in a year. A SenseCam being worn around a wearer's
neck is shown in Figure 1 and a set of sample images taken from the author's
use of a SenseCam is shown in Table 2.

The SenseCam device has been used extensively in the MyLifeBits project
at Microsoft Research [6], [7] as well as being used in other,exploratory projects
at Microsoft Research in Cambridge [10]. Like many other sensor devices, the
SenseCam is great at capturing raw data, up to a million images per year for
each user, and the main challenge is to e�ectively manage this huge volume
of personal data. This requires automatic analysis and structuring in order to



Table 1. Sample SenseCam images



Fig. 1. A SenseCam worn around the neck

impose some organisation on the raw images and this is the challenge we address
as we seek to determine semantics for these multimedia objects and to use both
context (date, time, sensor readings) and content (image processing) to achieve
this. In the next section we describe how we do this.

3 Structuring SenseCam Images

E�ectively managing a growing collection of up to 3,000 images taken per day
is physically impossible unless the images are structured in some way. Within
our daily lives, our activities can be broken down into \events" corresponding
to things like having breakfast, walking to the bus stop, travelling to work on
the bus, walking to our workplace, making co�ee as soon as we arrive at work,
sitting at our desk reading email, drinking co�ee and starti ng to write a report,
breaking to have a short meeting with colleagues, going to the canteen to have a
morning co�ee break, returning to work at the desk, having lunch with a group
of friends, back to the desk in the afternoon and �nishing work with a one-on-
one meeting with the boss, getting the bus to the gym, having aworkout there,
going to a movie, taking the bus home, making and eating dinner, watching TV,
and �nally going to bed.

While we could argue about the de�nition of an event, whether travel to-from
work is one event or divided into walking to the bus stop, travelling on the bus
and waking to work which are each events, in general we can saythat each of
the above is characterised by being visually di�erent form the preceeding and
succeeding events. What the user (and SenseCam wearer) seeswill be di�erent
for each event because the location will change or the peoplepresent will change.
In theory, such changes in location are detectable through processing the sets of
images taken during each event. In a way this is analogous to the task of shot
boundary detection in video where we also wish to �nd the boundary between
di�erent shots by comparing images, but in the case of SenseCam event segmen-
tation the task is more di�cult because adjacent images may be quite di�erent
from each other but still part of the same event. These image di�erences will be
caused by the user turning around towards/away from a windowor light source
or facing in a di�erent direction, looking at di�erent peopl e, or a di�erent part of



the same room. However theset of images constituting an event will be globally
similar to each other. In contrast, adjacent images in videowill only have small
di�erences, unless there is a photo 
ash or some very rapid camera and/or object
movement.

In work reported elsewhere we have addressed the problem of event seg-
mentation by comparing temporally adjacent and temporally nearby SenseCam
images using conventional low-level image features like colour and texture [3],
as well as spatiograms [4], and our results on this to date indicate that using
image processing techniques alone we can achieve useful results. When we then
incorporate evidence for event boundaries taken from otherSenseCam sensor
readings and even from detection of local Bluetooth devicessuch as people's
mobile phones [13] then the reliability of event detection improves further.

In our work to date we have found that SenseCam \events" can contain
anything from some tens of images to several hundred, depending on the activity
taking place as well as the duration of the event. Once eventshave been detected
then we can then further structure a user's SenseCam images by manipulating
and reasoning about events themselves. A schematic overview of how we process
SenseCam images is shown in Figure 2.

Fig. 2. Schematic for processing SenseCam images



In order to manipulate SenseCam events we need some representation for the
event itself so we compute a virtual image as the average of all the SenseCam
images within an event. This is a crude �rst approximation and could be re�ned
by detecting outlier SenseCam images within an event and removing them, or
removing or down-weighting SenseCam images towards the beginning and end
of detected events as they are more likely to be close to eventtransitions, which
will probably involve the user moving location and this will generate SenseCam
images which are not really part of the preceeding or succeeding events. However
investigating this aspect is part of our future work. In fact to reduce processing
time the event representative is generated as part of the event detection process,
so there is little overhead in computing this. Once the virtual representative im-
age from an event is computed we then locate the actual SenseCam image which
is visually closest to the virtual centroid and we term that a \landmark" image.
The reason for doing this is to use an actual SenseCam image asa representa-
tive for presentation of the event. In future work we would like this to be the
SenseCam image which has the greatest number of faces present, but for now
we base our landmark detection on selection of the image mostsimilar to the
virtual average of those in the event.

When a day's SenseCam images are uploaded and the virtual representative
for each detected event is available we then add it to a database of event rep-
resentations. Our task now is to determine which of the day'sevents are more
important than the others. For example, having breakfast, travelling to/from
work, having co�ee with the same colleagues and working at the same desk are
all regular events which happen daily and are not very di�erent from one day
to the next, even visually, yet going to the movies, visiting the gym or having
lunch in a di�erent restaurant or with di�erent people will a ll be unusual events
for this wearer's lifestyle.

We determine an event's importance by comparing the visual representatives
for each event over a �xed 7-day window and examining an event's duration.
Basically, if an event is unusual in terms of a given week's activities it will not
appear to have any visually similar events or a similar duration and it will then
be assigned a high importance or novelty rating. On the otherhand if an event
is one of a series of regular and repeating events during that7-day period it will
have many similar events, both visually and perhaps in termsof duration also.
This is quite an heuristic step and could be re�ned by considering the time of
day for example, but as with landmark detection, using theseevent features is
su�cient for now and a possible topic for future work.

Finally, once a day's SenseCam images have been segmented into events
with landmark images and importance ratings determined automatically we can
present the day's activities in the browser shown in Figure 3. This browser
con�guration lays out landmark images from the most important or highly novel
events from each day with the size of the landmark image beingindicative of the
importance rating of the event. In this way the unusual activities are highlighted
by being bigger yet the complete set of a day's activities areshown. In Figure 3
we can see that the most unusual events for that day { 31 May 2006 { appear to



Fig. 3. Interface for reviewing a single day's SenseCam images



be the wearer drinking beer with a friend (2nd last landmark image on bottom
row) and having meetings with 2 di�erent colleagues as shownin Rows 1 and
2. A timeline bar on the top of the browser indicates the ranges of times during
the day when the SenseCam was recording images and also indicates the sizes
and relative durations of segmented events. When the user mouses over an event
landmark, all the images from that landmark play within the f rame of that
landmark like a video playback.

Using this browser the wearer can get a complete picture of the day's activ-
ities with the set of 2,890 images in the case of Figure 3 beingeasily navigable
because of the way they are structured.

In summary, the processing on a single day's SenseCam imagesproceeds as
follows:

1. Segment the set of images into events using low-level image features and
spatiograms, combined with temporal ordering of the images;

2. Generate a virtual event representative as the average ofall images in the
event;

3. Identify the landmark image for each event as the SenseCamimage most
visually close to the virtual event representative;

4. Assign each event an importance or novelty rating based oncomparing the
visual representatives for each event over a �xed 7-day window and examin-
ing an event's duration;

On closer examination of the di�erent steps in this process we can see that
almost all involve operating on content description derived from both content,
and context without any di�erentiation as to whither the sou rce of that content
description. So in this example we make no distinction between content and
context in deriving content description and this integrati on of the sources is to
everyone's advantage.

4 Conclusions

In this paper we have examined the sources of information from which multi-
media semantics can be derived and categorised them into either content-based
or context-based. We have also argued for a moreintegrated approach to deter-
mining multimedia semantics where the heritage or origin ofthe information,
whether derived from content or from context, is ignored. To illustrate this we
have presented an overview of a complex tool we have developed which ingests
a set of several thousands of SenseCam images per day, as a summary of the
wearer's daily activities. The interesting aspect of this tool, and the analysis
of information gathered by the wearer of the SenseCam, is that the analysis is
performed on a combination of context and content based information, with no
distinction made between the two sources. This, we believe,is a model of where
multimedia semantics should be derived for other applications.
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